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PROVISIONAL SPECIFICATIOIT 
Improvements in and relating to Dispensing Containers for 

Fowders or Liquids 



I, WlLPKlD AUGXTSTINE HaND^BT of 7 

VaUey Drive, Gateskead-on-Tyne, in the 
County of DurLam, a British Subject, do 
hereby declare the nature of this invention 
o to be as follows ; — 

This invention relates to containers for 
powders or liquids (such as toilet or face 
f °T J*^^ ^ake-up liquid) which require 
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10 111 • «>oi/c^t*u auQ wnen required and 
the invention has for its object to provide 
a container from which practically the 
entire powder or liquid content can be 
dispeneed m a ready, convenient and con- 

15 ocrars whereby no wastage 

A container in accordance with the in- 
vention is provided with resiHent side or 
end walls which are capable of being actu- 
axed to eject the contents of the container 
tfu through one or more discharge openings 
associated with a waU portion of the body 
which is intermediate said resilient side 
or end walls. 

The invention also consists in a con- 
tainer of the above character comprisiuff a 
body part the side wall of which is cylin- 
drical or is formed as a continuous curve 
(bein^- elliptical for instance) and the 
opposite end waUs of which are concave on 
30 the inside, the said side wall having an 
opening therein through which the con- 
tents of the container can be discharged 
and the said end walls being preferably 
hexibie so that the contents may be dis- 
35 charged by depressing the end walls 

Xhe invention also consists in a con- 
tainer according to the preceding para- 
^aph wherein the said opening delivers 
4rt '^^^ a spout provided on the outside of the 
side wall and providing a passageway 
for the discharge of the contents which is 
substantially tangential to the side wall 
Ihe invention also consists in a con- 
45 of the character referred to having 

4d the further features hereinafter referred 
to or described. 

In carrying the invention into effect in 
one convenient manner a container ia pro- 
vided consisting of a stallow cylindrical 
body part tbe base of which is convex on 

fatted witli a closure cap which ig also con- 
vex on^e^jiiside^o that when the c We 



mft,Ti ¥ ^ ^'•^ «>^'«^ex on the 

coincide at the outer 
penphenes mth the corresponding ends 
of tl'e cylindrical body part 
taini^ issuch that if the con- 



i t1 J- xxt^uAu; wmcn require foiT^AT* \^r;j • r,. "^^^i/ unc t;uxi- 

to be dispensed as and when required and w!fn^;Jr i ^ Position m which the 

the invention has for its object to provide w * i ^ cylindrical body 

o o^«*« t , ki. . horizontal the entire contents of the 
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•_i • mT: ^"w.xc7 uuatenra oi tne 

interior of the container, whether powder 
or hquid. can he directed to a discharge 
n'f "•^f-^'i P'-ojid^d in the lower 
A 7l^"i"cal wall of the bodv 
^aU ^f i P'-^ff «W.7 <=o^tained in an end 
w6 tri! T^'!^ " provided on this 
tWolv; *^«*,l'ody to project outwardlv 
therefrom and provide a passageway which 
?art ''*'^"^ tangential to th^eXdy 
The spout may be separately formed to 

of ?1,!V¥ °^ tie cylindrical wall 

of the body so that its open side is closed 

^Mch tZ'*'"" cylindrical want: 

^bicb the spout 13 affixed. The closed 

Wtudmal wall of tbe spout (Xch m^^ 80 
IS preferably formed to taper away from 

end"^ wh?*^ "I?" *°^*^<3s its opposite 
end. where the spout merges into the 
cylindrical wall of the bodv part of the 85 
container. The said end wall of the snout 

of ^thf ^^r^*^^Pv^^^"^l -"li a dilS 
ihJt j^ ''^'^^ part which passes 

wall of tL?'>P''^'T Z^- 'cylindrical 90 
rtio + -^""^y part which is covered by 
the spout 13 provided with an openi^ 
through which the powder or liS 

thronl»l '^i^-^wi. °^ ^¥ container and 95 

^^"'^^ P°^'^«^ «^ liquid is also 
discharged in order to dispense the same 

ofThTU^ir^^^^^^ -l! 

tbh^^r^ ^all of the coniai^e^ while 
the discharge opening in the said end wall 
of the spout may be constituted by on! or 
more small holes in this end wall « by a 106 
central bore m a throat-like extensb^of 



